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technews Bi-directional motion weighing  
machine 

Features 

· Hygienic design and finish 

· Bi-directional weighing 

· Weighing while product in 
movement 

· Stainless steel frame 

· Geared motors with dairy 
coating and notox oil 

· FDA approved modular plastic 
belt 

Description of the system 
The weighing electronics are fitted in a 
stainless steel housing near the weighing unit. 
The terminal includes the option to enter in 
advance the required number of weighing 
actions for a batch. Once the number of 
weighing actions has been reached the sup-
ply of new cheese is halted. The operator 
then has the option to increase the number of 
weighing actions or to close the batch and 
print the totals. 
 
Options 

· Printer 

· Labeler 

· Data exchange to PC, PDMS, etc. 
 

Bi-directional motion weighing machine 

Technical specifications  

Capacity Up to 3000 weighing 
actions/hour 

Weight range 4.5 - 18 kg 

Control:  Weight registration 

Weighing 
capacity: 

30 kg 

Increments:  10 grams 

Weighing mode: Dynamic 

Design:  Stainless steel and IP67 

European 
Calibration Act:  

Suitable for calibration 



  

 

 

  

BMA Nederland B.V. 
De Bleek 7 
3447 GV WOERDEN 
P.O. Box 46 
3440 AA WOERDEN  
The Netherlands 
Phone: +31 348 435 435 
Fax: +31 348 439 399 
Internet: www.bma-nl.com 
E-mail: info@bma-nl.com 


