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Features

For automatic applying of
decorative or brand label on
top of cheeses

Exclusive representative

BMA Nederland BV is exclusive
representative for WMI Wilens
Maintenance & Innovation

Description of the system
Fully automatic labelling machine, which is
placed on top of a conveyor.

The LB2400 is intended for labelling
cheeses after plastic coating. The processed
materials for the labels are teabag paper or
silk paper. Labels have not to be perforated,
special needles hold the labels in the holder.
This results in fewer damage of the label on
the cheese.

Because of the use of cheese plastic the
pores under the label are filled up and the
label is firmly glued to the cheese. This virtu-
ally eliminates the risk of mould under the
label.

Capacity
Up to 2.400 cheeses per hour
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Labeling machine LB2400

The labeller is characterised by:

High accuracy in positioning the label on
the cheese

Wrinkle free applying of the label on the
cheese (only on cheeses which an extreme
spherical top side the label may wrinkle a
little)

User friendly man-machine-interface
Automatic height adjustment for cheeses
By-pass possibility

Already prepared to be integrated in the

control system of an automatic cheese
treatment line

Easy to maintain

Dimensions
L X W x H = approx. 1300 x 900 x 1250 mm

Cheese and label dimensions
Cheese dimensions: @ 200 — 400 mm
H=80-170 mm

Label dimensions: @ 200 — 300 mm

Labeling machine LB2400
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